
Unimat Alpha Instructions  

Location:    Because the tank is fitted with a type AB Airgap, in the event of the failure 
    of the ball/float valve it is possible that water will spill over the AB gap 
    weir. Please consider the potential for this carefully when locating the unit. 
    If in doubt install the unit in a suitable drip tray/bund with drain. 
 
Electrical:    Important - Follow local regulations, if in doubt consult a qualified        

    electrician. Provide a suitably rated 230V 1ph 50hz supply cable to the 
    spur fused socket (5A). 
 
Water Inlet:   Connect a water supply from a 15mm mains feed via a suitable isolating 

    valve to the tank ball/float valve inlet. 
 
Water Outlet:   Connect the water outlet at the PRV to the system via suitable pipe-work, 

    a non-return valve, and isolating/commissioning valve.  
 
Pressure Setting:  Adjust the pump pressure switch to the required cut-out pressure (Factory 

    Pre-Set = 2.5 bar), allow at least a 1.0 bar differential, (Factory Pre-Set = 
    1.5 bar). Adjust the PRV to give the required system pressure, (Factory 
    Pre-Set = <1.0 bar). 
 
Pump Vessel:   Charge the pump vessel air pressure to a value 0.1 bar lower than the 
    pump cut-in pressure, (Factory Pre-Set = 0.9 bar). 
 
System Vessel:   You will need to size and install a system vessel ~ Please contact our 

    technical office for further information. 
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UK HQ and Production Centre  
Calpeda Limited 
Wedgwood Road Industrial Estate, Bicester, Oxfordshire. OX26 4UL 
Telephone: 01869 241441 
Facsimile: 01869 240681 

UK Northern Office  
Calpeda Limited, Unit 8, Letchmire Road, Allerton Bywater Network Centre, 
Allerton Bywater, Castleford. WF10 2DB 
Telephone: 01977 553075 
Facsimile: 01977 559708 

Email: pumps@calpeda.co.uk   Website: www.calpeda.co.uk 
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Contacts  

Dublin Office  
Calpeda Pumps (Ireland) Limited 
Unit 5, Old Quarry Campus, Kilshane Park, Mitchelstown. Dublin 15. 
Telephone: +353 (0) 1 825 8212 
Facsimile: +353 (0) 1 825 8215 
 

Email: info@calpedaireland.com   Website: www.calpedaireland.com 


